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Overview of product data:

5LK218D4GS Mira®,LED,ECG,DALI,PMMA,dir,SP,surf

Product description
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Mira®, linear fluorescent luminaire, primary light ~
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control with reflector, matt satin finish, primary

anti-glare with ELDACON®, of PMMA, primary optical

cover: prismatic diffuser, of PMMA, CAT 2 (L<
1500cd/m?), light emission: direct distribution,
primary light characteristic: symmetric, installation

type: suspended mounting, surface-mounted, LED
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light colour: 840, cool white, colour temperature:

4000K, control gear: ECG DALI, with terminal, 3+2-pole,

max. 2.5mm? mains connection: 230V, AC, 50Hz,

o0

O LED Tuminaire housing, of extruded aluminium section,
© coated, metallic grey (RAL 9006), length: 664 mm,
width: 668 mm, height: 82mm, protection rating

(complete): IP50, insulation class (complete): insulation
class | (protective earthing), certification: CE, ENEC in
preparation, permissible ambient temperature for
indoor applications: < +25°C, standard: EN 50419,
packaging unit: 1 piece,

@* IP50 @ (E

Lamps: LED cw

Wt. (kg): 8.7

Order No.: 5LK218D4GS

EAN: 4050737471310

Lighting technology

5LK218D4GS

1xLED840 N 34001m nie 100% 04 99% o1 1%

Luminance values (cd/m?)

C0/180 C€90/270

Lso 1549 1186
L7o 797 1090
Les 931 970
UGR 17 16

X4H Y8H p70/50/20 S0.25H
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Planning data

No. of luminaires in room

Reflection factors 70/50/20

Em(Ix) 100 200 500
Lh(m) 25 3.0 25 30 25 30
20m? 08 09 16 18 40 45
30 m? 12 14 25 27 61 69
40 m? 16 17 32 35 79 87
50 m? 19 21 38 42 095 10
75 m? 28 30 56 61 14 15
o0o0m* 37 39 73 78 18 19
500 m?* 17 18 34 35 86 88

Maintenance factor 0.8 Rh=Lh
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5LK218D4GS Mira®,LED,ECG,DALI,PMMA,dir,SP,surf

Detailed technical description

Key data Dimensions | Weight
» Product type: linear fluorescent luminaire « Length: 664mm

« Family: Mira® * Width: 668mm

« Order No.: 5LK218D4GS + Height: 82mm

+ Weight: 8.7kg

Lighting technology | Lamps | Control gear

Approval
Component 1  Protection rating: IP50

+ Insulation class: insulation class | (protective
Lighting technology: earthing)
« Light control: reflector, matt satin finish + Permissible ambient temperature: < +25°C
 Cover: prismatic diffuser + Standard: EN 50419
« Glare reduction: ELDACON® of PMMA + Certification: CE, ENEC in preparation

» Beam angle: wide distribution

« Symmetry: symmetric distribution

« Light emission: direct distribution

» UGR viewing direction along longitudinal luminaire
axis: < 16

» UGR viewing direction along lateral luminaire axis:
<16

Lamps:

« Lamps: with LED cw

« Net luminous flux: 3580lm
+ Luminous efficacy: 85lm/W
+ Colour temperature: 4000K
« Light colour: 840, cool white
« Connectedload: 42W

Control gear:
« Control gear: ECG DALI

Material | Colour

 luminaire housing: extruded aluminium section,
coated, metallic grey (RAL 9006)

« Cover: prismatic diffuser of PMMA

Mounting

» Mounting method, mounting location: suspended
mounting, surface-mounted, to double wire
suspension, to Y-wire suspension, to the ceiling, to
the trunking rail

« Arrangement: single arrangement

Electrical connection
+ Connection: terminal, 3+2-pole, max. 2.5mm?
» Nominal voltage: 230V, AC, 230..240V, 50Hz

Issued 14.06.2013 - Modifications and errors subject to change - Ensure that you always use the latest version -
Siteco Beleuchtungstechnik GmbH Georg-Simon-Ohm-Str. 50 83301 Traunreut, Germany Tel. +49(8669)33-0 Fax +49(8669)33-397 eMail info@siteco.de Internet www.siteco.com



Product data sheet S i T e C O

AN OSRAM BUSINESS
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5LK218D4GS Mira®,LED,ECG,DALI,PMMA,dir,SP,surf
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