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5DQ11W67VL302A Lunis®Q,hgh-spec,wd,1000lm,CTC,w/o.CG

LED

Product description

Lunis® Q, downlight, light control with darklight

reflector, of ultra-pure aluminium (Al 99.98%), highly

specular, LED 12W, light colour: Colour Temperature
Change (CTC), control gear: without control gear, mains

connection: 24V, DC, luminaire housing, of diecast

aluminium, signal white (RAL 9003), clamping range:

1..15mm, protection rating (complete): IP40, insulation

class (complete): insulation class III (safety extra-low

voltage), certification: CE, protection symbol: F,

permissible ambient temperature for indoor
applications: ≤ +35°C,
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Lamps: LED

Wt. (kg): 0.4

Order No.: 5DQ11W67VL302A
EAN: 4050737039015
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Product data details:

5DQ11W67VL302A Lunis®Q,hgh-spec,wd,1000lm,CTC,w/o.CG

Detailed technical description

Key data

• Product type: downlight

• Family: Lunis® Q

• Order No.: 5DQ11W67VL302A

Lighting technology | Lamps | Control gear

Component 1

Lighting technology:

• Light control: darklight reflector of ultra-pure
aluminium (Al 99.98%), highly specular

• Beam angle: wide distribution

• Symmetry: rotationally symmetric

Lamps:

• Lamps: LED, LED

• Net luminous flux: 1000lm

• Luminous efficacy: 68lm/W

• Colour temperature: 2700..6500K

• Light colour: Colour Temperature Change (CTC)

Control gear:

• Control gear: without CG

Material | Colour
• luminaire housing: diecast aluminium, signal white

(RAL 9003), with integrated heat sink

Mounting

• Mounting method, mounting location: recessed, in

the ceiling

• Clamping range: 1..15mm

Electrical connection

• Nominal voltage: 24V, DC

Dimensions | Weight

• Weight: 0.4kg

Approval

• Protection rating: IP40

• Insulation class: insulation class III (safety extra-low

voltage)

• Protection symbol: F

• Permissible ambient temperature: ≤ +35°C

• Certification: CE

Service life

• Service life: service life ≥ 35,000h
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Dimensions:

5DQ11W67VL302A Lunis®Q,hgh-spec,wd,1000lm,CTC,w/o.CG
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